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AUTOPILOT ECLIPSE F60 
CONTROLADOR MEDIOAMBIENTAL    
Combina un preciso control de Temperatura y 
Humedad con la sincronización de ciclo para 
programar diferentes accesorios. Tres pantallas 
digitales muestran continuamente la Temperatura 
actual, la Humedad Relativa y un reloj de cuenta 
atrás de tiempo de ciclo. Las luces LED indican 
modos activos e informan de cualquier error. 
 
Eclipse F60 tiene cuatro tomas de corriente: 
Refrigeración, Calefacción, 
Humidificador/Deshumidificador y Temporizador de 
ciclo. Las tres primeras ofrecen puntos de ajuste 
personalizables de día y de noche, mientras que la 
salida del temporizador controla cualquier 
dispositivo que requiera encendido/apagado en 
un periodo de 24 horas (ventilación, riego, CO2). 
Las cuatro salidas disponen de tapas resistentes a 
la humedad. 
 
La sonda a distancia dispone de un sensor de alta 
precisión (Temperatura y Humedad), de célula 
fotoeléctrica (detección de día/noche) y cable de 
4,5metros. Almacena los niveles mínimo y máximo 
alcanzados de Temperatura y Humedad. 
 
Dispone de batería interna para mantener los 
ajustes frente a fallos de alimentación. 
 

Descripción del producto 
 
 
 
 

     

AUTOPILOT ECLIPSE F60 
ENVIRONMENTAL CONTROLLER 
Combines precise temperatura and humidity 
control along with cycle timing to créate an 
intelligent yet easy-to-use unit. Three digital screens 
continuously display current temperatura, relative 
humidity, and a cycle timing countdown clock. LED 
lights indicate active modes and inform the user of 
any errors. 
 
Eclipse F60 has four outlets: Cooling, Heating, 
Humidity/Dehumidity, Cycle Timer. The three 
temperatura and humidity outlets offer 
customizable day and night set point while the 
cycle timer outlet controls any device requiring a 
repeated on/off function during a 24 hour time 
period. All four outlets feature heavy duty 
protective covers that prevent atmospheric 
moisture from entering the device. 
 
The F60’s sensitive and intelligent remote 
combination probe features a highly accurate 
temperatura/humidity sensor and photocell for 
daylight detection. The probe can be placed up to 
15 feet from the controller. 
 
Internal battery keeps settings during unexpected 
power failure 
 

Specifications 
 
 

 
 

   

Modelo APE4100 

Tipo de dispositivo      Controlador Medioambiental 
     AUTOPILOT 

Medidas 202 x 191 x 85 mm 

Peso  1,6 Kg 

  

SKU APE4100 

Description AUTOPILOT Environmental 
Controller  

Measurements 202 x 191 x 85 mm 

Weight  1,6 Kg 


